OLTP ADMINISTRATION REQUEST 

SERVICES

REQUESTING UNIT: _________________
    
DATE OF REQUEST: ______________________

NAME: _____________________________  

PHONE #: _________________

E-MAIL ADDRESS: 
_____________________________________________________








HOST: ________ (HSH-A, HSH-C)

SERVICE NAME: ______________

  *** This field is required. The Service name must be unique within any Service name definition in any section of the 

TMSCONFIG file, and is restricted to 12 characters in length. For simplicity the Service name should match the 

Directory Service Name, but does not have to. The first 6 characters of the Service name must be the name of the Server 

that owns it. Example (U01CISSVC01) Reference the OLTP naming standards for Services.

DIRECTORY SERVICE NAME: _____________ 

  *** The name must be unique and is restricted to 12 characters in length. The name specifies the actual service name to

 be stored in the OLTP_TM2200 directory  services database. This is the name the application program will specify 

on the TPCALL( ), TPACALL( ), or TPCONNECT( ). If no name is specified, the Service Name value is converted to 

uppercase and stored as the directory service name.

SERVER NAME: ___________

  *** The name of the server that owns the service. The value must be a server name defined in the Servers section, and 

must be 6 characters in length.

BUFFER TYPE: _______________________________  (X_COMMON, X_OCTET, X_C_TYPE)

  *** Up to 3 Buffer types and 10 Subtypes (views) can be specified for each service. X_COMMON and X_C_TYPE 

require user-defined Subtypes (views) to be created.

SCODE: _________________  (Default = 0) 

  *** This field is required. The SCODE is an index for the service routine in the service table. The value must be an integer

 greater than or equal to zero. It corresponds to the service routine table of the MAS (Make a Server) make-form input. 

